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 Indicates most accurate load

Bullet Weight: 62 gr Case Trim Length: 1.660" S.D. 0.150
Bullet Style: Vamint Grenade Primer: Fed GM210M B.C. 0.199

COAL: 2.240" Barrel Length: 24"
Case: Winchester Twist Rate: 1:10"

Charge Velocity Charge Velocity Load
Powder (grains) (fps) (grains) (fps) Density (%)

IMR 4007SSC 43.0 3545 47.0 3809 98
Win 760 45.5 3553 50.5 3852 95
H414 45.5 3570 49.5 3812 94
H4350 43.5 3499 47.5 3744 97

 Hunter 47.5 3516 52.5 3866 101
VIT N160 42.5 3446 47.5 3726 97

Bullet Weight: 75 gr Case Trim Length: 1.660" S.D. 0.181
Bullet Style: Banded Solid Spitzer Primer: Fed GM210M B.C. 0.341

COAL: 2.260" Barrel Length: 24"

.243 WSSM

Minimum Maximum

Case: Winchester Twist Rate: 1:10"

Charge Velocity Charge Velocity Load
Powder (grains) (fps) (grains) (fps) Density (%)

IMR 4007SSC 42.0 3359 46.0 3602 96
Win 760 44.5 3393 48.5 3656 92
H414 43.5 3383 47.5 3627 90
H4350 42.5 3348 46.5 3561 95

 Hunter 46.0 3365 51.0 3665 99
VIT N160 43.0 3344 47.0 3564 96

Bullet Weight: 80 gr Case Trim Length: 1.660" S.D. 0.194
Bullet Style: TTSX BT Primer: Fed 210 B.C. 0.331

COAL: 2.250" Barrel Length: 24"
Case: Winchester Twist Rate: 1:10"

Charge Velocity Charge Velocity Load
Powder (grains) (fps) (grains) (fps) Density (%)

 IMR 4007SSC 39.0 3144 44.0 3446 93
H 414 41.0 3153 46.0 3446 89
RL 17 39.5 3155 44.5 3497 93
Hybrid 100V 40.5 3119 45.5 3471 101
IMR 4831 41.0 3152 45.0 3386 97
Supreme 780 47.5 3120 52.5 3480 104

Minimum Maximum

Minimum Maximum



Bullet Weight: 85 gr Case Trim Length: 1.660" S.D. 0.206
Bullet Style: TSX BT Primer: Fed GM210M B.C. 0.333

COAL: 2.260" Barrel Length: 24"
Case: Winchester Twist Rate: 1:10"

Charge Velocity Charge Velocity Load
Powder (grains) (fps) (grains) (fps) Density (%)

 IMR 4007SSC 40.0 3073 44.0 3357 92
H4350 41.0 3103 45.0 3346 93
Hunter 45.5 3187 49.5 3441 96
RL 19 44.0 3080 48.0 3362 100
VIT N560 45.5 3158 49.5 3422 100
IMR 4831 41.0 3035 45.0 3310 96

Minimum Maximum


