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 Indicates most accurate loads

Bullet Weight: 80 gr Case Trim Length: 2.539" S.D. 0.173

Bullet Style: TTSX BT Primer: Fed GM215M B.C. *

COAL: 3.170" Barrel Length: 24"

Case: WBY Twist Rate: 1:10"

Charge Velocity Charge Velocity Load

Powder (grains) (fps) (grains) (fps) Density (%)

 IMR 4831 65.5 3589 69.5 3858 93

Supreme 780 67.5 3527 71.5 3812 87

XMR 3100 66.5 3597 70.5 3813 95

RL 22 66.5 3552 71.5 3842 92

IMR 7828SSC 69.0 3522 73.0 3795 91

H1000 72.0 3525 77.0 3778 99

.257 Weatherby Magnum

Minimum Maximum

Bullet Weight: 90 gr Case Trim Length: 2.539" S.D. 0.195
Bullet Style: BND SPIT Primer: Fed GM215M B.C. 0.325

COAL: 3.120" Barrel Length: 24"
Case: WBY Twist Rate: 1:10"

Charge Velocity Charge Velocity Load
Powder (grains) (fps) (grains) (fps) Density (%)

IMR 4831 64.0 3465 68.0 3683 92
XMR 3100 66.0 3476 70.0 3697 95
VIT N165 69.5 3441 73.5 3692 95

 RL 22 68.0 3456 72.0 3700 94
IMR 7828SSC 68.0 3432 72.0 3655 91
Magnum 72.5 3467 76.5 3617 92

Minimum Maximum



Bullet Weight: 100 gr Case Trim Length: 2.539" S.D. 0.216
Bullet Style: TSX BT Primer: Fed GM215M B.C. 0.336

COAL: 3.170" Barrel Length: 24"
Case: WBY Twist Rate: 1:10"

Charge Velocity Charge Velocity Load
Powder (grains) (fps) (grains) (fps) Density (%)

 IMR 4831 60.0 3280 64.0 3482 88
XMR 3100 61.5 3274 65.5 3472 91
RL 22 65.0 3324 69.0 3505 91
IMR 7828SSC 65.0 3287 69.0 3493 88
H1000 68.0 3281 72.0 3455 95
Magnum 69.5 3245 73.5 3459 89

Bullet Weight: 115 gr Case Trim Length: 2.539" S.D. 0.249
Bullet Style: TSX FB Primer: Fed GM215M B.C. 0.335

COAL: 3.170" Barrel Length: 24"
Case: WBY Twist Rate: 1:10"

Charge Velocity Charge Velocity Load
Powder (grains) (fps) (grains) (fps) Density (%)

IMR 7828SSC 59.5 3063 63.5 3219 82
 H1000 63.5 3101 67.5 3243 91

Magnum 67.0 3098 71.0 3280 88
RL 25 59.0 3049 63.0 3207 84
AA 8700 74.0 3009 78.0 3252 96
US 869 75.0 3073 79.0 3310 95

Minimum Maximum

Minimum Maximum


